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CERTIFICATE NO.: 2018010201105508 Valid from: Mar.16,2023 

 Valid until: Mar.15,2028 

 

NAME AND REGISTERED 

ADDRESS OF THE APPLICANT 
Ningbo Ninggang Wire & Cable Manufacturing Co Ltd 

Luguang Bridge  Yinzhou District, Hengxi Town  Ningbo  Zhejiang 

  

NAME AND REGISTERED 

ADDRESS OF THE 

MANUFACTURER 

Ningbo Ninggang Wire & Cable Manufacturing Co Ltd 

Luguang Bridge  Yinzhou District, Hengxi Town  Ningbo  Zhejiang 

  

NAME AND LOCATION  

OF THE FACTORY 

Ningbo Ninggang Wire & Cable Manufacturing Co Ltd 

Luguang Bridge  Yinzhou District, Hengxi Town  Ningbo  Zhejiang 

  

PRODUCT MODEL(S) Single-phase Two-pole Non-rewirable Plug with Earthing-contact 

See Appendix 

  

STANDARDS AND  

TECHNICAL REQUIREMENTS 

GB/T 1002-2021;GB/T 2099.1-2021 

  

This is to certify that the above mentioned product(s) complies with the requirements of implementation rules for compulsory 

certification(REFNO. CNCA-C02-01:2014) 

The validity of the certificate is subject to positive result of the regular follow up inspection by issuing certification body until the expiry 

date. 

Date of original issued: Aug.24,2018 

Accredited by China National Accreditation Service for Conformity Assessment CNAS C001-P 
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                          paper: 

This certificate and attachments shall be used at the same time, and the verification instructions can be found in the main certificate.  

 

 
 
 
 
 

Product： 

Single-phase Two-pole Non-rewirable Plug with Earthing-contact 

 

Model： 

NGC-07 16A 250V～（with 60227IEC53 3×1mm2、60227IEC53 3×1.5mm2、60227IEC53 3×2.5mm2、60245IEC53 3×1mm2、

60245IEC53 3×1.5mm2、60245IEC57 3×1mm2、60245IEC57 3×1.5mm2、60245IEC57 3×2.5mm2、60245IEC66 3×1mm2、

60245IEC66 3×1.5mm2、60245IEC66 3×2.5mm2），NGC-06 10A 250V～（with 60227IEC53 3×0.75mm2、60227IEC53 3×1mm2、

60227IEC53 3×1.5mm2、60245IEC53 3×0.75mm2、60245IEC53 3×1mm2、60245IEC53 3×1.5mm2、60245IEC57 3×0.75mm2、

60245IEC57 3×1mm2、60245IEC57 3×1.5mm2、60245IEC66 3×1mm2、60245IEC66 3×1.5mm2），NGC-06 6A 250V～（with 

60227IEC52 3×0.75mm2、60227IEC53 3×0.75mm2、60245IEC53 3×0.75mm2、60245IEC57 3×0.75mm2），NGC-08 10A 250V～

（with 60227IEC53 3×0.75mm2、60227IEC53 3×1mm2、60227IEC53 3×1.5mm2、60245IEC53 3×0.75mm2、60245IEC53 3×1mm2、

60245IEC53 3×1.5mm2、60245IEC57 3×0.75mm2、60245IEC57 3×1mm2、60245IEC57 3×1.5mm2、60245IEC66 3×1mm2、

60245IEC66 3×1.5mm2），NGC-08 6A 250V～（with 60227IEC52 3×0.75mm2、60227IEC53 3×0.75mm2、60245IEC53 3×0.75mm2、

60245IEC57 3×0.75mm2），NGC-05 10A 250V～（with 60227IEC53 3×0.75mm2、60227IEC53 3×1mm2、60245IEC53 3×0.75mm2、

60245IEC53 3×1mm2、60245IEC57 3×0.75mm2、60245IEC57 3×1mm2），NGC-05 2.5A 250V～（with 60227IEC52 3×0.5mm2），

NGC-05 6A 250V～（with 60227IEC52 3×0.75mm2、60227IEC53 3×0.75mm2、60245IEC53 3×0.75mm2） 
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